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NON-CONTACT VOLTAGE DETECTORNON-CONTACT VOLTAGE DETECTOR

 240V | 1kV | 3.3kV | 6.6kV | 11kV | 22kV
33kV | 66kV | 110kV | 132kV | 220kV
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ELIMINATE UNCERTAINTY
WHEN WORKING AROUND
HIGH VOLTAGE ASSETS
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The 500kV LiveTester delivers accurate,
reliable  detection so you can work with
confidence. 

The 500kV LiveTester delivers accurate,
reliable  detection so you can work with
confidence. 



Weight (no batteries) 8.5oz (240g) 
Dimension 11.3”L x 3.35”W x 3.35” H (287mmL x 85mmW x 85mmH)
Environmental Sealing IP65 
Warning Light Intensity 10,000 mCd 
Warning Beeper Intensity 80dB @ 3 Feet (1 Meter) 
Power Supply 3 x C Cell Batteries  
Battery Life 

      - Standby (unit off) 10 years (Refer 1)
      - On (no alarm) 69 days (Refer 1) 
      - On (alarm condition) 18 days (Refer 1)

STATIC DISCRIMINATOR 
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(1) Battery life calculated using Eveready C Cell Energiser batteries with a 7,000mAh capacity down to 1.0V cell output. 
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Smarter Features for Smarter Features for 
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AUTO POWER OFF
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